GILA RIVER BASIN

09483042 CEMETERY WASH AT TUCSON, AZ

LOCATION.--Lat 32°15'50", long 110°58'38", NW1/4NW1/4 sec.36, T.13 S., R.13 E., Pima County, Hydrologic Unit 15050301, at U.S. Highway
89, 0.25 mi north of junction with State Highway 84 in Tucson.
DRAINAGE AREA.--1.17 mi’.

Annual peak discharges

Water Date A:;;:;Lf;:k Discharge Water Date Ag:;:;:‘f ge:k Discharge
year (ft3 /s) codes year ( " /s) codes
1966 08-00-66 229 C 1979 08-12-79 375 C
1967 07-17-67 396 C 1980 08-14-80 225 C
1968 08-20-68 600 C 1981 04-30-81 156 C
1969 11-14-68 570 C 1982 08-23-82 540 C
1970 08-18-70 285 C 1983 08-15-83 209 C
1971 08-00-71 100 ES,C 1984 10-02-83 456 C
1972 08-12-72 400 ES,C 1985 00-00-85 172 C
1973 07-00-73 150 ES,C 1986 07-15-86 264 C
1974 09-06-74 580 C 1987 02-25-87 52 C
1975 07-17-75 290 C 1988 08-20-88 216 C
1976 09-25-76 360 C 1989 07-26-89 262 C
1977 09-10-77 205 C 1990 07-24-90 302 C
1978 07-30-78 160 C

Discharge rating table developed October 1981
Gage height Discharge Gage height Discharge
(ft) (ft3/s) (ft) f3/s)
.8 47 3.0 278
1.0 63 3.5 346
1.5 108 4.0 418
2.0 159 4.5 493
2.5 215 4.8 540

Magnitude and probability of instantaneous peak flow based on period of record 1966-90

Discharge, in ft¥/s, for indicated recurrence interval
in years, and exceedance probablility, in percent

2 5 10 25 50% 100+

50% 20% 10% 4% 2% 1%

274 418 517 646 743 842
Weighted skew (logs) = -0.15
Mean (logs) = 2.43
Standard dev. (logs) = 0.22

+ Reliability of values in column is uncertain, and potential errors are large.



GILA RIVER BASIN

09483042 CEMETERY WASH AT TUCSON, AZ--Continued
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